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46 CFR Ch. I (10–1–10 Edition) § 189.25–25 

TABLE 189.25–20(a)(1)—Continued 

Type unit Test 

Vaporizing liquid 2 .....

1 Cylinders must be tested and marked and all flexible con-
nections and discharge hoses of semiportable carbon dioxide 
and halon extinguishers must be tested or renewed as re-
quired in §§ 147.60 and 147.65 of this chapter. 

2 Vaporizing-liquid type fire extinguishers containing carbon 
tetrachloride or chlorobromomethane or other toxic vaporizing 
liquids are not permitted. 

(2) Fixed fire-extinguishing systems 
shall be checked as noted in Table 
189.25–20(a)(2). In addition, all parts of 
the fixed fire-extinguishing systems 
shall be examined for excessive corro-
sion and general conditions. 

TABLE 189.25–20(a)(2) 

Type system Test 

Foam ......................... Systems utilizing a soda solution 
shall have such solution replaced. 
In all cases, ascertain that powder 
is not caked. 

Carbon dioxide ......... Weigh cylinders. Recharge if weight 
loss exceeds 10 percent of weight 
of charge. 1 

1 Cylinders must be tested and marked and all flexible con-
nections on fixed carbon dioxide and halon systems must be 
tested or renewed as required in §§ 147.60 and 147.65 of this 
chapter. 

(3) On all fire-extinguishing systems 
all piping, controls, valves, and alarms 
shall be checked to ascertain that the 
system is in operating condition. 

(4) The fire main system shall be op-
erated and the pressure checked at the 
outlets having the greatest pressure 
drop between the fire pumps and the 
nozzles which may not always be the 
most remote and highest outlets. All 
firehoses shall be subjected to a test 
pressure equivalent to the maximum 
pressure to which they may be sub-
jected in service, but not less than 100 
p.s.i. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by CGD 78–154, 44 FR 13492, Mar. 12, 
1979; CGD 84–044, 53 FR 7752, Mar. 10, 1988; 
USCG–1999–4976, 65 FR 6509, Feb. 9, 2000] 

§ 189.25–25 Hull equipment. 
(a) At each inspection for certifi-

cation and periodic inspection the in-
spector shall conduct the following 
tests and inspections of hull equip-
ment: 

(1) All watertight doors shall be oper-
ated locally by manual power and also 
by hydraulic or electric power if so 
fitted. Where remote control is fitted, 

the doors shall also be operated by the 
remote control apparatus. 

(2) The remote controls of all valves 
shall be operated. 

(3) An examination of installed 
weight, handling gear and related ship-
board records shall be made to ascer-
tain the condition and suitability of 
the equipment for the service intended. 
In conducting this examination the 
marine inspector shall be guided by the 
provisions of subpart 189.35. Current 
valid certificates and registers, issued 
by a recognized nonprofit organization 
or association approved by the Com-
mandant, may be accepted as prima 
facie evidence of the condition and 
suitability of the weight handling gear. 
Weight handling gear certificates and 
registers will not be issued by the 
Coast Guard. 

[CGFR 67–83, 33 FR 1118, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6509, Feb. 
9, 2000] 

§ 189.25–30 Electrical engineering 
equipment. 

(a) For inspection procedures of Elec-
trical Engineering equipment and sys-
tems, see Subchapter J (Electrical En-
gineering) of this chapter. 

§ 189.25–35 Marine engineering equip-
ment. 

(a) For inspection procedures of Ma-
rine Engineering equipment and sys-
tems, see Subchapter F (Marine Engi-
neering) of this chapter. 

§ 189.25–38 Pollution prevention. 

At each inspection for certification 
and periodic inspection, the inspector 
shall examine the vessel to determine 
that it meets the vessel design and 
equipment requirements for pollution 
prevention in 33 CFR part 155, subpart 
B. 

[CGD 71–161R, 37 FR 28263, Dec. 21, 1972; 
USCG–1999–4976, 65 FR 6509, Feb. 9, 2000] 

§ 189.25–40 Sanitary inspection. 

(a) At each inspection for certifi-
cation and periodic inspection, the 
quarters, toilets, and washing spaces, 
galleys, serving pantries, lockers, etc., 
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